
CRF230m  Honda’s new CRF     230M has to be one of the smartest buys you’re going 

to make this year. The concept is simple: we took our awesome, proven CRF230L 

dual-sport machine and fine-tuned it for the street. By giving it 17-inch front and rear 

wheels we’ve made a machine that’s better suited for the road, and which can use 

premium street tires. An electric starter makes getting going a snap, but best of all has 

to be the new CRF230M’s fuel economy. Cycle World magazine recently got 93 miles 

per gallon out of their Honda CRF230L—you may be able to do even better with a new 

CRF230M. And when it comes  to reliability, we have just one thing to say: It’s a Honda.

2009
 CRF230M

Probably the best 
commuter bike ever 

made.



Black

UNIQUE FEATURES
•	 Dependable 223cc single-cylinder air-cooled four-stroke engine offers plenty of user-friendly power and 

lots of torque spread over a wide rpm-range. 
•	 17-inch Dunlop Arrowmax tires offer superior grip on the street.
•	 Smooth-shifting, versatile six-speed transmission is perfect for commuting. 
•	 37mm leading-axle Showa fork offers nine inches of plush suspension travel. Fork boots keep dirt and 

moisture away from fork seals.
•	 Box-section aluminum swingarm provides the necessary rigidity for the rear tire’s improved traction.
•	 Powerful 240mm front disc brake and 220mm rear disc brake make for great stopping power. 
•	 Alloy rims with straight-pull spokes are light and strong. 

At Honda, we believe in performance and leadership, and that’s why we’re taking a leadership position when it comes 
to the environment. We continue to develop low-emission technologies for our current and future motorcycles, ATVs, 
scooters and personal watercraft. And that’s the kind of performance everybody can appreciate.

ENVIRONMENTAL COMMITMENT 

CRF230M 2009

Model CRF230M
ENGINE
Engine 223cc air-cooled single-cylinder four-stroke
Compression Ratio 9.0:1
Valve Train SOHC; two-valve
Induction Carburetor 30mm CV
Ignition CD

CHASSIS / SUSPENSION / BRAKES
Front Suspension 37mm leading-axle Showa fork; 9.0-inch travel
Rear Suspension Pro-link Showa single shock with adjustable 

spring preload; 6.6-inch travel
Front Brake Single 240mm disc
Rear Brake 220mm disc
Front Tire Dunlop GT401 Arrowmax; 110/70-17
Back Tire Dunlop GT401 Arrowmax; 130/70-17

Dimensions
Wheelbase 52.6 inches
Seat Height 31.7 inches
Ground Clearance 9.3 inches
Curb Weight 276 lbs  (Includes all standard equipment, 

required fluids and a full tank of fuel—ready 
to ride)

Fuel Capacity 2.3 gallons, including 0.7-gallon reserve

DRIVETRAIN
Transmission Six-speed

Factory Warranty
1 Year Coverage of defects in materials and work-

manship

SPECIFICATIONS

Always wear a helmet, eye protection and protective clothing whenever you ride. Never ride under the influence of drugs or alcohol, and never use the street as a racetrack. Inspect your motorcycle before riding 
and read your owner’s manual. Obey the law, use common sense, respect the rights of others when you ride, and make sure you have a proper license when riding on public roads. Operating your motorcycle with 
a modified engine, exhaust system or noise-control system may be illegal. Showa® is a trademark of Showa Manufacturing Inc. CRF and Pro-Link are trademarks of Honda Motor Co., Ltd. ©2009 AHMC


